
















Freudenberg Filtration Technologies LP
2975 Pembroke Road
Hopkinsville, Ky 42240
Tel: 1-270-887-5145
Fax: 1-270-890-0743
www.freudenberg-filter.com

CarboPleat
•Odor elimination for HVAC systems
	 Hospitals, airports, office buildings, 
  	 pharmaceuticals and electronics
•High humidity prefiltration
•General prefiltration
•MERV Rating 8

MINI CP
•Odor elimination for HVAC systems
	 Hospitals, airports, office buildings, 
  	 pharmaceuticals and electronics
•High humidity prefiltration
•General prefiltration
•MERV Rating 7

High Efficiency Extended Surface Carbon Filters
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DuoPleat
•Ultrafine odor filtration for HVAC systems
	 Hospitals, airports, office buildings, 
  	 pharmaceuticals and  electronics
•Eliminate pollutant gases, unwanted 
  odors
•Activated-carbon media
•MERV Rating 15
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Performance Unit CarboPleat DuoPleat
MINI CP

2” 4”
Rated Air Flow CFM 1968 1968 1968 1968

Initial Resistance “w.g. .28 .32 .20 .35

Thermal Stability °F 160°

Final Resistance “w.g. 1.50

MERV@1968 1-16 8 15 7 7

ASHRAE 52.1 Equivalent Efficiency* % 30-35% >95 25-30% 25-30%
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